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P: 770.424.8274

LANDSCAPE ARCHITECTURE
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90% CONSTRUCTION DOCUMENTS

ALL EROSION AND SEDIMENTATION CONTROLS AND TREE

PROTECTION MEASURES SHALL BE INSTALLED PRIOR TO

GRADING.

PRIOR TO LAND-DISTURBING ACTIVITIES, THE CONTRACTOR

SHALL SCHEDULE A PRE-CONSTRUCTION MEETING WITH

THE AREA EROSION CONTROL INSPECTOR. CALL

704-336-4258 TO CONTACT THE INSPECTOR.

1389 PEACHTREE ST, STE 200
ATLANTA GA 30309

404.873.6730
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GENERAL NOTES:

STAGING SEQUENCE:

1.  MAINTAIN TRAFFIC ON EXISTING MAIN STREET.

2.  CONSTRUCT CURB, SIDEWALKS AND DRAINAGE STRUCTURES.

3.  COMPLETE MILLING AND OVERLAY OF MAIN STREET PAVEMENT.

PROJECT NOTES

1. ANY DISCREPANCIES DISCOVERED WITHIN PLAN SHALL REQUIRE

CONTRACTOR TO STOP WORK IMMEDIATELY AND NOTIFY LANDSCAPE

ARCHITECT.

2. THE GENERAL CONTRACTOR SHALL CONTACT THE PROPER LOCAL

AUTHORITIES OR RESPECTIVE UTILITY COMPANY TO CONFIRM THE

LOCATION OF ALL EXISTING UTILITIES BEFORE COMMENCING WORK.  THE

GENERAL CONTRACTOR SHALL BE HELD RESPONSIBLE FOR ANY DAMAGE

DUE TO A FAILURE TO CONTACT THE PROPER AUTHORITIES. ALL REFUSE,

DEBRIS AND MISCELLANEOUS ITEMS TO BE REMOVED, THAT ARE NOT

BEING STOCKPILED FOR LATER USE ON THE PROJECT OR DELIVERED TO

THE OWNER, SHALL BE LEGALLY DISPOSED OF OFF- SITE BY THE

GENERAL CONTRACTOR.

3. THE GENERAL CONTRACTOR SHALL NOT ENCROACH ON PRIVATE

PROPERTY.  WHEN INSTALLING NEW SIDEWALKS ADJACENT TO THE

EXISTING RIGHT OF WAY, CONTRACTOR SHALL USE HAND TOOLS AND/OR

SAW-CUT THE EXISTING SIDEWALK 6" FROM THE RIGHT-OF-WAY WHERE

NECESSARY TO AVOID IMPACTS.

4. ALL POINTS OF CONSTRUCTION INGRESS AND EGRESS SHALL BE

PROTECTED AS DIRECTED BY THE JURISDICTIONAL AUTHORITY TO

PREVENT TRACKING OF MUD ONTO PUBLIC WAYS.  ANY MUD ON PUBLIC

WAYS ORIGINATING FROM THE JOB SITE SHALL BE CLEANED

IMMEDIATELY BY THE CONTRACTOR.

5. CONTRACTOR MUST MAINTAIN OPERATION OF TRAFFIC SIGNAL SYSTEMS

& TRAFFIC MOVEMENT SYSTEMS DURING CONSTRUCTION.  COORDINATE

CONSTRUCTION STAGING WITH THE CITY.

6. THE CONTRACTOR IS RESPONSIBLE FOR VERIFYING DIMENSIONS SHOWN

PRIOR TO CONSTRUCTION, AND SHALL NOTIFY LANDSCAPE ARCHITECT

OF ANY DISCREPANCIES.

7. PROPOSED ELEVATIONS ALONG CURBLINE ARE ALONG BOTTOM OF

CURB, UNLESS OTHERWISE NOTED.

8. ALL CONSTRUCTION MUST CONFORM TO LOCAL STANDARDS,

SPECIFICATIONS, AND DETAILS WHETHER OR NOT REVIEW COMMENTS

WERE MADE. IT IS THE CONTRACTOR'S RESPONSIBILITY TO ACQUIRE

THESE DOCUMENTS, BE FAMILIAR WITH THEM, AND HAVE THEM ON THE

JOB SITE AT ALL TIMES.

9. CONTRACTOR IS RESPONSIBLE FOR VERIFYING ALL DIMENSIONS SHOWN

ON THE PLANS FOR ALL STRUCTURES AS WELL AS ALL UTILITY

LOCATIONS WITH CURRENT ARCHITECTURAL, STRUCTURAL, AND

PLUMBING PLANS AND ENSURE THERE ARE NO CONFLICTS.

10.CONTRACTOR IS TO NOTIFY CITY INSPECTOR 24 HOURS PRIOR TO

BEGINNING OF CONSTRUCTION.

11.SIGNAGE AND STRIPING TO BE PROVIDED BY THE CONTRACTOR

ACCORDING TO THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES,

CURRENT EDITION WITH ALL REVISIONS INCLUDED.

12. ALL CONSTRUCTION VEHICLES SHALL PARK IN AREAS DESIGNATED BY

THE OWNER.

13.NECESSARY BARRICADES, SUFFICIENT LIGHTS, SIGNS AND OTHER

TRAFFIC CONTROL DEVICES AS MAY BE NECESSARY FOR THE

PROTECTION AND SAFETY OF THE PUBLIC SHALL BE PROVIDED IN

ACCORDANCE WITH THE CURRENT EDITION MANUAL ON UNIFORM

TRAFFIC CONTROL DEVICES, AND MAINTAINED WHEN WORKING IN CLOSE

PROXIMITY TO PUBLIC ROADS.

14.THE CONTRACTOR SHALL EXERCISE EXTREME CAUTION WHEN ENTERING

MANHOLES, PIPES, OR OTHER STRUCTURES SHOWN ON THE PLANS. AT A

MINIMUM, THESE PIPES AND STRUCTURES SHALL BE PROPERLY

VENTILATED AND ENTRY SHALL CONFORM TO OSHA REQUIREMENTS.

AMERICANS WITH DISABILITIES (ADA) NOTES:

1. ALL HANDICAP ACCESSIBLE ROUTES SHALL NOT EXCEED MAXIMUM

SLOPE OF 5% AND A MAXIMUM CROSS-SLOPE OF 2%.

2. ALL ADA STALLS AND ACCESS AISLES ARE NOT TO EXCEED 2% IN ANY

DIRECTION.

3. THE CONTRACTOR SHALL VERIFY ELEVATIONS SHOWN IN PLANS AND

FIELD STAKE LAYOUT WITHIN ALL ADA AREAS PRIOR TO INSTALLATION OF

APPLICABLE PAVING. SHOULD ANY AREAS WITHIN AN ACCESSIBLE AREA

EXCEED MAXIMUM GRADE, THE CONTRACTOR SHALL CONTACT CIVIL

ENGINEER FOR FURTHER DIRECTION.

TREE PROTECTION NOTES:

1. NO CONSTRUCTION, ALTERING OF GRADE, STORAGE OF EQUIPMENT OR

MATERIALS, OR DISPOSAL OF MATERIALS MAY OCCUR WITHIN A TREE

PROTECTION ZONE (TPZ).

2. NO PERSON UNDER ANY CIRCUMSTANCE IS TO ENTER A TREE

PROTECTION ZONE.

3. DIRECTIONAL TUNNELING AND BORING MAY BE PERMITTED WITHIN A TPZ

IF APPROVED BY AN APPROVED, CERTIFIED ARBORIST.

4. OPEN-FACE CUTS OUTSIDE A TPZ REQUIRED BY APPROVED PLANS THAT

REQUIRE ROOT PRUNING REQUIRE THE SERVICES OF A QUALIFIED

ARBORIST OR APPROVED TREE PROFESSIONAL. EXPLORATORY

EXCAVATION, BY HAND OR LOW WATER PRESSURE HYDRO-VAC, MUST BE

COMPLETED PRIOR TO COMMENCING OPEN FACE CUTS OUTSIDE A TPZ.

5. TREE PROTECTION BARRIERS MUST BE IN ACCORDANCE WITH LOCAL

LAW.

6. WHERE FILL, OR TEMPORARY STORAGE, MUST BE ACCOMMODATED

NEAR A TPZ, A PLYWOOD BARRIER MUST BE ERECTED TO ENSURE NO

MATERIALS ENTER A TPZ.

7. ROOT PROTECTION SHALL BE INSTALLED WHERE REQUIRED IN ACCESS

LOCATIONS. ROOT PROTECTION SHALL CONSIST OF A COMBINATION OF

FILTER FABRIC, CLEAN CRUSHED STONE, AND STEEL PLATING OR OTHER

MATERIAL AS APPROVED BY ARBORIST.

8. ONCE ALL TREE PROTECTION MEASURES HAVE BEEN INSTALLED,

CONTRACTOR SHALL NOTIFY ARBORIST TO ARRANGE INSPECTION OF

SITE AND APPROVAL OF SITE PROTECTION REQUIREMENTS.

LANDSCAPE NOTES:

1. CONTRACTOR TO BE RESPONSIBLE FOR LOCATION OF UNDERGROUND

UTILITIES PRIOR TO DIGGING OR INSTALLATION OF ANY PLANT MATERIAL.

CALL LOCAL JURISDICTION UTILITY LOCATOR PRIOR TO COMMENCING

WORK.

2. A 3" DEPTH OF EQUAL-MIX MINERAL TOPSOIL, AGED FINES, AND

COMPOSTED COW MANURE SHALL BE ROTO-TILLED TO A DEPTH OF 6-8”

IN LANDSCAPE PLANTING BEDS. SOIL MIXES APPROVED AS EQUALS MAY

BE UTILIZED AT THE DISCRETION OF LANDSCAPE ARCHITECT OR

OWNER'S REPRESENTATIVE.

3. ALL PLANTING BEDS ARE TO BE MULCHED TO A MINIMUM DEPTH OF 3".

FREE-STANDING TREES ARE TO BE MULCHED WITH A MIN. 5' DIAMETER

UNLESS IMPEDED BY SITE HARDSCAPES.

4. IF STAKING OR EARTHEN TREE RINGS ARE TO BE UTILIZED, THE

CONTRACTOR IS RESPONSIBLE TO REMOVE WITHIN 1-YEAR OF

INSTALLATION.

5. ALL PLANT MATERIALS ARE TO CONFORM TO THE LATEST EDITION OF

THE AMERICAN ASSOCIATION OF NURSERYMAN STANDARDS FOR

NURSERY STOCK.

6. SUBSTITUTIONS OF PLANT SPECIES IS DISCOURAGED, UNLESS

APPROVAL FROM LANDSCAPE ARCHITECT IS ACQUIRED.

7. WHERE ON-SITE CONDITIONS DO NOT ALLOW THE PLAN TO BE INSTALLED

AS DRAWN, THUS REQUIRING SIGNIFICANT ALTERATIONS TO THE PLANS,

CONTRACTOR IS TO CONTACT LANDSCAPE ARCHITECT UNLESS

OTHERWISE DIRECTED BY OWNER'S REPRESENTATIVE.

8. CONTRACTOR IS RESPONSIBLE FOR WATERING PLANT MATERIAL UNTIL

FINAL ACCEPTANCE BY OWNER.

9. LANDSCAPE CONTRACTOR IS TO GUARANTEE ALL PLANT MATERIAL FOR

1-YEAR FROM FINAL ACCEPTANCE OF OWNER. DEAD PLANTS AND

PLANTS NOT MEETING MINIMUM STANDARDS AS SET FORTH IN NOTE #5

SHALL BE REPLACED BY CONTRACTOR AT THE EARLIEST TIME

SEASONABLE AND PRACTICAL TO PLANT.

10.BURLAP IS TO BE PULLED BACK TO EXPOSE TOP OF ROOTBALL AND THE

TOPS OF WIRE BASKETS ARE TO BE CUT OR BENT BACK INTO PLANTING

HOLE.

11.TOPS OF ROOTBALLS FOR TREES ARE TO BE PLANTED ABOUT AN INCH

ABOVE SURROUNDING GRADE.

12.PLANTING HOLES FOR TREES AND SHRUBS NOT IN PLANTING BEDS

SHOULD BE APPROXIMATELY TWICE THE DIAMETER OF THE ROOTBALL.

13.BACKFILL MIX SHALL BE A 50-50 MIX OF SUITABLE EXISTING SOIL, AND

PLANTING MIX SPECIFIED IN NOTE #2. EXISTING SOIL IS TO BE FREE FROM

DELETERIOUS MATERIALS AND STONES GREATER THAN 

1

2

" DIAMETER.

14.IRRIGATION IS TO BE COMPLETED AT THE DIRECTION OF OWNER.

LAYOUT PLAN NOTES:

1. UNLESS OTHERWISE NOTED, ALL DIMENSIONS ARE AT FACE OF WALL,

FACE OF BUILDING, FACE OF CURB, EDGE OF PAVEMENT, OR CENTERLINE

OF PAVEMENT.

2. ALL EDGES OF PAVEMENT ARE TO BE STRAIGHT AND RADII CONSISTENT.

3. ALL CONSTRUCTION LAYOUT STAKING IS TO BE PERFORMED BY A LAND

SURVEYOR OR APPROVED PROFESSIONAL. TO ENSURE ACCURACY,

DIGITAL DRAWINGS MAY BE PROVIDED BY THE LANDSCAPE ARCHITECT

OR CIVIL ENGINEER.

4. DO NOT SCALE FROM DRAWINGS.

5. IF DIMENSIONS VARY BY 1/2" OR MORE, CONTACT THE LANDSCAPE

ARCHITECT OR OWNER'S REPRESENTATIVE FOR REVIEW AND

CONFIRMATION PRIOR TO PROCEEDING WITH CONSTRUCTION.

6. ALL ANGLES ARE 90° UNLESS OTHERWISE NOTED.

7. ALL +/- DIMENSIONS SHOULD NOT VARY MORE THAN 1".  IF VARIATIONS

ARE GREATER THAN 1" CONTACT THE LANDSCAPE ARCHITECT OR

OWNER'S REPRESENTATIVE PRIOR TO PROCEEDING WITH

CONSTRUCTION.

8. THE CONTRACTOR IS RESPONSIBLE FOR ACCURATE HORIZONTAL AND

VERTICAL STAKING.  A REGISTERED SURVEYOR IS REQUIRED TO

PERFORM ALL DEMOLITION AND CONSTRUCTION STAKING INCLUDING

STREET LIGHT PLACEMENT PRIOR TO INSPECTION BY THE OWNER'S

REPRESENTATIVE FOR APPROVAL..

9. PROVIDE EXPANSION JOINTS AT ALL VERTICAL SURFACES INCLUDING

BUT NOT LIMITED TO BUILDING WALL, SITE WALL, STEPS RISERS AND

CURBS.

10.PROVIDE EXPANSION JOINTS AT THE BACK OF ALL CURBS ADJACENT TO

CONCRETE SIDEWALKS.

11.THE CONTRACTOR SHALL HAVE ALL SUB-SURFACE UTILITY AND

SLEEVING WORK INSPECTED AND APPROVED PRIOR TO BEGINNING OF

HARDSCAPE STAKING AND CONSTRUCTION.

12.SEE SITE CONSTRUCTION DETAILS FOR DIMENSIONS OF SITE ELEMENTS.

13. ALL EXPANSION AND CONTROL JOINTS SHALL ALIGN WHEREVER

PROPOSED WORK MEETS EXISTING.

14.THE CONTRACTOR MUST COORDINATE THE PLACEMENT OF ELECTRICAL

AND DRAINAGE SLEEVING OR THE ACTUAL ROUTING OF THESE SERVICES

FOR THE SITE WITH THE APPROPRIATE CONTRACTOR PRIOR TO POURING

ANY PAVEMENT.

15.THE CONTRACTOR SHALL SUBMIT A PHASING TO THE LANDSCAPE

ARCHITECT AND OWNER INDICATING HOW THE CURRENT BUSINESSES

WILL STAY OPEN DURING CONSTRUCTION.

16. AT ALL LOCATIONS WHERE EXISTING CURB OR PAVEMENT ABUT NEW

CONSTRUCTION, THE EDGE OF THE EXISTING CURB OR PAVEMENT SHALL

BE SAW-CUT TO A CLEAN, SMOOTH EDGE.  THE COST FOR THIS WORK

SHALL BE INCLUDED IN THE PRICE BID FOR GRADING COMPLETE.

GRADING PLAN NOTES:

1. ABBREVIATIONS:

TC:  TOP OF CURB TW:  TOP OF WALL

BC:  BOTTOM OF CURB BW:  BOTTOM OF WALLS

TR:  TOP OF RAMP BR:  BOTTOM OF RAMP

INV: DRAIN INVERT

2. SEE THE EXISTING SITE SURVEY INCLUDED IN THIS CONSTRUCTION SET

FOR ALL EXISTING SITE INFORMATION.

3. THE CONTRACTOR SHALL ESTABLISH AND PROTECT A TEMPORARY

BENCHMARK (T.B.M.) TO BE USED DURING CONSTRUCTION.  THE

CONTRACTOR SHALL SUBMIT THE (T.B.M) LOCATION AND ELEVATION TO

THE PROJECT MANAGER PRIOR TO CONSTRUCTION.

4. ALL FORM WORK ELEVATIONS SHALL BE SET AND CHECKED RELATIVE TO

THE (T.B.M) PRIOR TO CONSTRUCTING HARDSCAPE ELEMENTS

INCLUDING BUT NOT LIMITED TO CURBS, SIDEWALKS, STEPS, AND WALLS.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO EMPLOY A REGISTERED

SURVEYOR TO EXECUTE HORIZONTAL LAYOUT AND VERTICAL CONTROL

TO ASSURE PROPER DRAINAGE AND PLACEMENT FOR THE HARDSCAPE

ELEMENTS.

5. ALL FORM WORK SHALL BE REVIEWED BY LANDSCAPE ARCHITECT OR

CLIENT'S REPRESENTATIVE PRIOR TO INSTALLING RAMPS, PLANTERS, OR

PAVEMENTS.

6. GRADES (ELEVATIONS) SHOULD NOT VARY MORE THAN 1/2" AND MUST

STILL ALLOW FOR SAME POSITIVE DRAINAGE RELATIONSHIP TOWARD

THE CURB AS ORIGINALLY ESTABLISHED BY THE HARDSCAPE GRADING

PLAN.

7. ALL PLANTERS SHALL BE EXCAVATED TO A DEPTH OF 1'-6" BELOW TOP

OF SIDEWALK WALL AND THE SOIL REMOVED FROM THE PROJECT SITE.

ALL FILL MATERIAL IN THE LANDSCAPE AREAS SHALL BE FREE FROM

ROCKS LARGER THAN 1" AND SOLID ORGANIC MATERIAL AS NOTED ON

PLANTING PLANS AND IN THE SPECIFICATIONS.   ALL PLANTERS SHALL BE

MOUNDED 6" TO THE CENTER.

8. THE CONTRACTOR SHALL CLEAN ALL CURBS, PAVEMENTS AND MASONRY

SURFACES PRIOR TO THE FINAL INSPECTION.

9. THE CONTRACTOR SHALL COMPLETE ALL SITE CLEANUP PRIOR TO FINAL

INSPECTION.

10.GRADES BETWEEN SPOT ELEVATIONS ARE INTENDED TO BE CONSTANT

SLOPES.

11.NO FINISHED SLOPES SHALL BE LESS THAN 1 PERCENT AND SHALL HAVE

A POSITIVE FLOW INTO THE GUTTER AS SHOWN ON THE GRADING PLAN.

12.THE CONTRACTOR SHALL PROVIDE POSITIVE DRAINAGE AT ALL STORM

INLETS UNTIL THE FINAL ASPHALT REPAIR WORK IS INSTALLED.

COORDINATE AND REVIEW PROCEDURES WITH THE CITY OF DULUTH

PUBLIC WORKS DEPARTMENT INSPECTOR ON THIS PROJECT.

13.THE CONTRACTOR IS ADVISED THAT HE IS REQUIRED TO RAISE OR

LOWER EXISTING ASPHALT ELEVATIONS IN SOME AREAS TO

ACCOMMODATE THE NEW SURFACE DRAINAGE.  AS SUCH, HIS BID WILL

BE CONSIDERED AS INCLUSIVE OF THIS WORK.  THE CONTRACTOR IS

ADVISED TO REVIEW THE GRADING PLAN AND VISIT THE SITE TO

DETERMINE THE EXTENT OF THIS WORK ELEMENT AS PART OF THE

PREPARATION BID.

14.THE CONTRACTOR SHALL CONFIRM INVERT ELEVATIONS OF ALL INLETS

PRIOR TO BEGINNING DEMOLITION WORK.  ANY DISCREPANCY, BETWEEN

EXISTING CONDITIONS, AND THE SURVEY, SHALL BE REPORTED TO THE

OWNER AND/OR OWNERS REPRESENTATIVE.

15.THE CONTRACTOR SHALL REVIEW PROPOSED DRAINAGE LINE

PLACEMENT, SLOPE AND LENGTH WITH THE CITY OF DULUTH ENGINEER

FOR ALL SITUATIONS.

16.SIDEWALKS- GENERAL DESIGN CROSS SLOPE IS 2% MAXIMUM, AS

MEASURED PERPENDICULAR (TRANSVERSE) TO THE PRIMARY DIRECTION

OF PEDESTRIAN TRAVEL.  THE DESIGN SLOPE VARIES IN THE PRIMARY

(LONGITUDINAL) DIRECTION OF PEDESTRIAN TRAVEL FROM A MINIMUM

OF 1% TO A MAXIMUM OF 4.9%.

17.RAMPS- MAXIMUM SLOPE IS 8.33%.

18.FLOW LINE AGAINST CURB- MINIMUM SLOPE IS 0.5%

19.PIPES- MINIMUM SLOPE IS 0.75%

20.CURBS- CURB HEIGHT MAY VARY FROM 4" - 6"

21.CONTRACTOR TO REBUILD AS NECESSARY,  EXISTING DRAIN INLETS

SHALL BE RECONSTRUCTED TO STANDARD GDOT NUMBER 1011-A

MANHOLES.

22.THE GENERAL CONTRACTOR SHALL MAINTAIN OR ADJUST TO NEW FINISH

GRADE AS NECESSARY ALL UTILITY AND SITE STRUCTURES SUCH AS

LIGHT POLES, SIGN POLES, MAN HOLES, CATCH BASINS, HAND HOLES,

WATER AND GAS GATES, HYDRANTS, ETC. UNLESS OTHERWISE NOTED

ON THE PLANS OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE.  IN

THE EVENT A UTILITY OWNER IS TO RELOCATE ITS OWN FACILITIES, THE

CONTRACTOR SHALL COORDINATE HIS WORK WITH THESE COMPANIES

AND SHALL NOTIFY THEM OF WORK AFFECTING THEIR FACILITIES IN

ADVANCE.

23.THE CONTRACTOR SHALL REMOVE ALL SILT AND DEBRIS FROM EXISTING

DRAINAGE STRUCTURES, PIPES AND CULVERTS THAT ARE RETAINED

BEFORE ANY WORK BEGINS AND AT THE COMPLETION OF THE PROJECT.

THE COST OF THIS WORK SHALL BE INCLUDED IN THE PRICE FOR

GRADING COMPLETE.

24.WHERE NEW PAVING MEETS EXISTING PAVING, MEET LINE AND GRADE

OF EXISTING WITH NEW CONSTRUCTION.

25.FINISH GRADES: THE CONTRACTOR SHALL BE RESPONSIBLE FOR

ENSURING THAT ALL NEW SIDEWALK AREAS ARE GRADED TO DRAIN,

EITHER TO EXISTING OR NEW STRUCTURES.  CONTRACTOR SHALL BE

RESPONSIBLE FOR ENSURING COMPLIANCE WITH ALL FEDERAL, STATE

AND LOCAL ACCESSIBILITY CODES.
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1/2" BITUMINOUS EXPANSION JOINT

w/ 1/8" RADIUS

1/8" X 1" DEEP CONTROL JOINT

3,500 PSI @ 28 DAYS CONCRETE. w/ 6X6 -

W4.0 X W4.0 WWF. MEDIUM BROOM FINISH

OR SANDBLAST; REF. LAYOUT PLANS

4
"

4
"

4" COMPACTED BASE, #57

STONE - 95% STANDARD PROCTOR TEST

COMPACTED SUBGRADE.

95% STD. PROCTOR

NOTES:

1. CONTROL JOINTS TO BE PLACED WITHIN 48 HOURS OF CONCRETE POUR.

2. DEPTH OF THE SAWCUT CONTROL JOINT SHALL BE 1/4" IF CUT WITHIN 6 HOURS OF POUR (IF

SAWCUTTING OCCURS AFTER 6 HOURS OF POUR, THE DEPTH OF THE CONTROL JOINT SHALL BE 1/3

THE THICKNESS OF CONCRETE).

3. CONTROL JOINT SPACING AS SHOWN ON THE PLANS.

4. 'CURE AND SEAL', OR SIMILAR, SHALL BE APPLIED UPON COMPLETION OF ALL CONCRETE WORK.

1/2" EXPANSION JOINT

(PREMOLDED,

BITUMINOUS-FILLED)

MEDIUM BROOM

FINISH

3000 PSI CONCRETE PAVING

MICROMESH ADDITIVE

(

1

2

 LB. BAG / CUBIC YARD)

NATIVE SOIL OR

COMPACTED SUBGRADE

95% STANDARD PROCTOR

TEST

1/2" NOSING

ELASTOMERIC SEALANT

COLOR TO MATCH

CONCRETE SIDEWALK

BACKER ROD

1

2

"

SAW CUT CONTROL JOINT 1/4"

4" COMPACTED BASE, #57

STONE - 95% STANDARD

PROCTOR TEST

1

4

"

4
"

4
"

1 2

"

4
"

4
"

1
"
 
M

I
N

.

1

2

" EXPANSION JOINT

(PRE-MOLDED,

BITUMINOUS-FILLED)

BACKER ROD

1

2

" NOSING

ELASTOMERIC SEALANT

COLOR TO MATCH

CONCRETE SIDEWALK

EXISTING BUILDING, COPING,

WALL, OR FOUNTAIN BASE

WATERPROOFING INSTALL

PER MANUFACTURES

SPECIFICATIONS

CONCRETE SIDEWALK

PER TYPICAL DETAIL

1
/
2
"

1/2"

NOTES:

1. CAULK JOINT WITH LITHOSEAL (COLOR TO

MATCH CONCRETE COLOR).

2. EXPANSION JOINT TRANSITION TO BE USED

WHERE CONCRETE SIDEWALK ADJOINS

BUILDING, SWIMMING POOL COPING, SITE

WALLS, OR OTHER STRUCTURES.

3. TIE HORIZONTAL SURFACES AS NECESSARY

WHERE FLUSH TRANSITIONS OCCUR

S
E

E
 
P

L
A

N

W
I
D

T
H

 
V

A
R

I
E

S

SEE PLAN

WIDTH VARIES

CONTROL JOINT

DOWEL AT EXPANSION JOINT, TYP.

MEDIUM BROOM FINISH PERPENDICULAR TO

DIRECTION OF TRAVEL NATURAL GRAY; FINISH A

EXPANSION JOINT

DIRECTION

OF TRAVEL

SLOPE TO

DRAIN

2
"

6"

6
"

6" #57 COMPACTED

AGGREGATE BASE, 95%

STANDARD PROCTOR

TEST, EXTEND 6"

NATIVE SOIL OR

PREPARED SUBGRADE,

95% STANDARD

PROCTOR TEST

1-3" GA GREY GRANITE

STEEL EDGING AND

STAKES PER

MANUFACTURER'S

SPECIFICATIONS

NOTES:

1. GRANITE FINES TO BE GEORGIA GRAY GRANITE OR EQUAL.

2. METAL EDGING SHALL ONLY BE USED WHEN ADJACENT TO

LANDSCAPE OR TURF BED.

3. STEEL EDGING TO BE: BORDER CONCEPTS BORDER GUARD

FILTER FABRIC

NOTES:

1. GRANITE FINES TO BE GEORGIA GRAY GRANITE OR EQUAL.

2. METAL EDGING SHALL ONLY BE USED WHEN ADJACENT TO

LANDSCAPE OR TURF BED.

3. STEEL EDGING TO BE: BORDER CONCEPTS BORDER GUARD

6
"

2
"

ADJACENT CONCRETE

6" #57 COMPACTED

AGGREGATE BASE, 95%

STANDARD PROCTOR

TEST, EXTEND 6"

NATIVE SOIL OR

PREPARED SUBGRADE,

95% STANDARD

PROCTOR TEST

1-3" GA GREY GRANITE;

SLOPED AWAY FROM

PAVEMENT

FILTER FABRIC

12"

12"

EXPANSION JOINT

ELASTOMERIC SEALANT

COLOR TO MATCH STEP

3
"

4
"

4
"

1
2

"

HANDRAIL

#4 REBAR, 18"

O.C. BOTH WAYS

#3 NOSING BAR REBAR

6" #3 REBAR DOWEL,

TYP.

CONCRETE

PAVEMENT

VARIES SEE PLAN

NOTES:

1. NUMBER OF STAIRS VARIES - SEE PLANS

2. CAULK JOINT WITH LITHOSEAL (COLOR TO MATCH CONCRETE COLOR)

3. TREAD HEIGHTS ARE EQUAL (5" MIN - 7" MAX) - SEE PLANS

4. HANDRAIL TO BE AMERISTAR; MODEL: MONTAGE PLUS MAJESTIC 2/3-RAIL;

STANDARD PICKET SPACE; COLOR: BLACK,; PICKETS: SQUARE; HEIGHT: 42" (AT

STAIRS); HEIGHT AT RETAINING WALL (VARIES)
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1

CONCRETE SIDEWALK SECTION

1" = 1' - 0"

2

CONCRETE SIDEWALK JOINTS

1" = 1' - 0"

3

CONCRETE JOINT SECTION AT STRUCTURE

1" = 1' - 0"

4

CONCRETE SIDEWALK PLAN

1" = 1' - 0"

5

GRANITE FINES AT CONCRETE

1" = 1' - 0"

6

GRANITE FINES AT LANDSCAPE EDGE

1" = 1' - 0"

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

fax: 404.874.6471

www.tsw-design.com

7

CIP CONCRETE STAIRS WITH NEW GUARDRAIL

1" = 1' - 0"

FENCE & GUARDRAIL REFERENCE IMAGE

8

BOLLARD AT LAWN

NTS

NOTES:

1. RELIANCE FOUNDRY;

MODEL: R-7744

DECORATIVE BOLLARD;

COLOR: BLACK; SEE PLAN

FOR SPACING

2. PRODUCT TO BE

INSTALLED PER

MANUFACTURER'S

SPECIFICATIONS

AutoCAD SHX Text
200 NORTH COBB PARKWAY, BLDG. 400, SUITE 413 MARIETTA, GA 30062 PHONE: (770) 971-5407   FAX: (770) 971-0620



NOTES:

1. ALL EXPOSED FACED TO HAVE A ROUGH CUT FINISH.

4
"

1
'
-
0

"

6"

6
"

6" #57 COMPACTED

AGGREGATE BASE, 95%

STANDARD PROCTOR

TEST, EXTEND 6"

NATIVE SOIL OR

PREPARED SUBGRADE,

95% STANDARD

PROCTOR TEST

6" GRANITE CURB

ADJACENT LAWN

ADJACENT CONCRETE

COMPACT SUBGRADE TO 98%

STANDARD PROCTOR

4" COMPACTED BASE, #57

STONE - 98% STANDARD

PROCTOR TEST

1.5" ASPHALTIC CONRETE TYPE "F"

PRIME COAT

2.5" ASPHALTIC CONCRETE TYPE

"B" MODIFIED BINDER

1

1

2
"

2

1

2
"

8
"

6" GRANITE CURB

4'-6"

1

3

5

°

'

ACCESSIBLE ENTRY

ADJACENT PAVING

EQ.EQ. EQ.EQ.

9'

HANDICAP SIGN

WITH TRAFFIC

PAINT; COLOR: BLUE

EXPANSION JOINT (TYP.)

POST- MOUNTED

HANDICAP PARKING

SIGNAGE (TYP.)

CENTERED ON

PARKING SPACE

1
8

'
-
0

"

6" CONCRETE CURB

9'

1
'

6
"

6" CONCRETE CURB

PAINTED STRIPES

WITH TRAFFIC

PAINT; COLOR: BLUE

45°

3

'

-

0

"

8"

4" WIDE PAINTED

WITH 2 COATS

TRAFFIC PAINT

COLOR: BLUE

1
0

"

1
'
-
4

"

R14"

1
'-
2
"

1
0

1 4

"

8" DIA.

8'-0"

4
"

1
'
-
2

1

2
"

3

1

2
"

1
'
-
8

"

1

1

2
"

3

1

2"

5

8
"

8
"

MONOLITHIC

CONCRETE POUR WITH

GRANITE VENEER

3"x5/8" STEEL PLATE w/ (4)

3"x2-1/2"x1/4" STEEL TABS TO

ATTACH BENCH TIMBERS.

3x4 CEDAR WOOD

1/4" NYLON SPACER

(COLOR: BLACK)

1/4" STEEL THREADED ROD

2'-0"

1
/
2

5

8
"

1/8"

1/2"

2
-
1

/
2

"

3/4"

6
"

3"x5/8" STEEL PLATE WITH (4) 3"x2-1/2"x1/4"

STEEL TABS TO ATTACH BENCH TIMBERS.

1/4" STAINLESS STEEL THREADED ROD TO EXTEND THROUGH ALL

CEDAR BOARDS. ROD TO BE FASTENED WITH HEX NUTS ON EACH

END AND TO BE RECESSED INTO CEDAR BOARD TO PROVIDE A

MINIMUM OF 1/8" CLEARANCE FROM FACE

1/4" NYLON SPACER (COLOR: BLACK)

1/4" STEEL THREADED ROD

3x4 CEDAR WOOD

3x4 CEDAR WOOD

1/4" STAINLESS STEEL THREADED

ROD SECURED WITH STAINLESS

STEEL HEX NUT ON EACH END.

NUT ASSEMBLE TO BE RECESSED

WITHIN CEDAR 3X4

3"x5/8" STEEL PLATE WITH (4)

3"x2-1/2"x1/4" STEEL TABS TO

ATTACH BENCH TIMBERS.

2'-0

1

2"12'-0"

5-1/4" 8"

1-7/8" 1/4"

5-1/4" 1-7/8"

SUPPORT BRACKET

(4x ENLARGEMENT)

SECTION:

PLAN:

#4 REBAR @ 12" O.C.

STEEL PLATE TO BE ATTACHED TO

CONCRETE w/ FLATHEAD SCREWS SET

FLUSH WITHIN BEVELED SLOT AND

CONCRETE ANCHORS

STEEL PLATE FASTENED TO

CONCRETE w/ FLAT HEAD

MACHINE SCREWS AND

CONCRETE ANCHORS TO A

MIN. 2" DEPTH

3x4 CEDAR WOOD

1/4" STAINLESS STEEL THREADED

ROD SECURED WITH STAINLESS

STEEL HEX NUT ON EACH END.

NUT ASSEMBLE TO BE RECESSED

WITHIN CEDAR 3X4

3"x5/8" STEEL PLATE WITH (4)

3"x2-1/2"x1/4" STEEL TABS TO

ATTACH BENCH TIMBERS.

STEEL PLATE ATTACHMENT HARDWARE

BEVELED SLOT FOR MACHINE SCREW FASTENER.

SLOT TO BE CENTERED AND 1" IN LENGTH TO

ALLOW FOR ON SITE ADJUSTMENTS OF STEEL

ATTACHMENT PLATES.

3
/
4

"

1
"

3
"

1-1/4"

OPTIONAL LED LIGHTING UNDER SEAT.

(COLOR: TBD)

#4 REBAR @ 12" O.C.

#57 STONE SUBBASE

UNCOMPACTED

NATIVE SOIL

4
x
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4

"

SEAL

TH
ES

E 
PL

AN
S 

AN
D 

DR
AW

IN
G

S 
AR

E 
NO

T 
TO

 B
E 

RE
PR

OD
UC

ED
, C

HA
NG

ED
 O

R 
CO

PI
ED

 IN
 A

NY
 F

OR
M

 O
R 

M
AN

NE
R 

W
HA

TS
OE

VE
R 

W
IT

HO
UT

 F
IR

ST
 O

BT
AI

NI
NG

 T
HE

 E
XP

RE
SS

W
RI

TT
EN

 P
ER

M
IS

SI
O

N 
AN

D
 C

O
NS

EN
T 

O
F 

CR
O

Y 
EN

G
IN

EE
R

IN
G

, L
LC

, N
O

R
 A

RE
 T

HE
Y 

TO
 B

E 
AS

SI
G

NE
D 

TO
 A

NY
 P

AR
TY

 W
IT

H
OU

T 
W

RI
TT

EN
 P

ER
M

IS
SI

O
N 

AN
D 

CO
N

SE
NT

.

P
Ia

n
n
e
rs

Su
rv

ey
or

s

En
gi

ne
er

s

Dr
aw

in
g 

Lo
ca

tio
n:

 P
:\P

RO
JE

CT
S\

Ci
ty

 o
f K

en
ne

sa
w

\C
ity

 H
al

l G
re

en
\C

AD
\L

-4
.0

0 
Co

ns
tru

ct
io

n 
De

ta
ils

.d
w

g

DRAWN BY

SHEET TITLE

PROJECT NUMBER

CHECKED BY

REVISION REFERENCENO. DATE

SCALE ISSUE DATE

of

DRAWING NUMBER

Pl
ot

 S
ca

le
: 1

"=
#

#
', 

  D
ra

w
in

g 
Ro

ta
tio

n:
 #

#
#

°, 
  P

lo
t S

ty
le

: 2
4x

36
 T

SW
 L

AN
DS

CA
PE

.c
tb

,  
 P

lo
tte

d 
By

: K
ai

tli
n 

Va
ug

hn
 o

n 
7/

8/
20

16
, 1

1:
03

 A
M

#SHEET ####

########VARIES

###

###

###

###

###

###

###

###

###

###

C
IT

Y
 O

F 
K

EN
N

ES
A

W
 C

IT
Y

  H
A

LL
PL

A
ZA

16046

AW

D
ES

IG
N

 D
EV

EL
O

PM
EN

T
LA

N
D

 L
O

T(
S)

 #
O

F 
TH

E 
# 

D
IS

TR
IC

T,
 #

 S
EC

TI
O

N
C

IT
Y

 O
F 

K
EN

N
ES

A
W

, C
O

B
B

 C
O

U
N

TY
, G

A

KV

CONSTRUCTION

DETAILS

GSWCC CERT ######

L4.01

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#
#

#1

ASPHALT PAVING                                                                         HANDICAP STALL SPACING

1" = 1' - 0"                                                                                                                           1/2" = 1' - 0"

2

6" GRANITE CURB AT LAWN/CONCRETE

1" = 1' - 0"

3

ADA OPENING AT 6" GRANITE CURB 

1/4" = 1' - 0"

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

fax: 404.874.6471

www.tsw-design.com
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BUILT IN BENCH

1"=1'-0"

GRANITE BLOCK WALL/BUILT IN BENCH INSPIRATION IMAGES

AutoCAD SHX Text
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1" PVC WEEPHOLE SPACED

AT 5' INTERVAL O.C.

SPACE EVENLY ALONG FACE OF WALL

GEOTECH FILTER FABRIC,

CONTINUOUS AROUND TRENCH

TRENCH, #57 WASHED GRAVEL (TYP.)

NOTES:

FINISHED GRADE,

HOLD DOWN 6" BELOW TOP OF WALL

6
"

BACKFILL OR

EXISTING SOIL OR

85% STANDARD PROCTOR TEST

2
'
-
0
"

1
'
-
0
"

1
'
-
8
"

18"

3
"
 
M

I
N

.

3'-0"

4" THICK GRANITE CAP

TOP FINISH - THERMAL

EDGE FINISH - SPLIT FACE

(2) DOWEL (18" O.C.)

GRANITE BLOCK-

GEORGIA GREY

3500 PSI MORTAR

WITH LATTICRETE ADDITIVE

#4 DEFORMED REBAR, (18" O.C.)

#4 DEFORMED REBAR, (18" O.C.)

4000 PSI CONCRETE FOOTING

MICROMESH ADDITIVE

(1/2 LB. BAG / CUBIC YARD)

4" COMPACTED BASE, #57 STONE

95% STANDARD PROCTOR TEST

20"

NATIVE SOIL OR COMPACTED SUBGRADE

95% STANDARD PROCTOR TEST

4
"

FINISHED SURFACE

EXPANSION JOINT,

 

1

2

" PREMOLDED BITUMINOUS FILLED

CONTINOUSE ALONG ALL PAVED SURFACES

9"9" 1'-6"

4
"

(3) #4 DEFORMED HORIZONTAL REBAR,

CONTINUOUS

NOTES:

1. FILL ALL VOIDS IN COLUMN WITH MORTAR.

2. MORTAR JOINTS SHALL BE 

1

2

" MINIMUM TO

3

4

" MAXIMUM BETWEEN GRANITE RUBBLE.

3. SITE WALLS NOT TO EXCEED 10' HEIGHT.

4. FOOTING DIMENSIONS FOR 2' WALL

SHOWN ABOVE. SEE SCHEDULE TO THE

LEFT FOR FOOTING DIMENSIONS FOR

WALLS OVER 2' TALL.

HEIGHT OF WALL

FROM FINISHED GRADE

HW (FT)

FOOTING SCHEDULE FOR RETAINING WALLS

3

4

5

6

7

8

9

10

WIDTH OF FOOTING

W (FT)

HEIGHT OF FOOTING

H (FT)

DEPTH OF FOOTING

FROM FINISHED GRADE

D (FT)

3'-0" 1'-0" 3'-0"

3'-6" 1'-0" 3'-0"

4'-6" 1'-0" 3'-0"

5'-6" 1'-0" 3'-0"

6'-6" 1'-2" 3'-2"

7'-0" 1'-2" 3'-2"

7'-6" 1'-2" 3'-2"

8'-6" 1'-6" 3'-6"

WATER LINE; 2"

BELOW GRANITE CAP

CIP CONCRETE

FOUNTAIN WALL BEYOND

1'-6"

8'-0"

NOTES:

1.       CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR LANDSCAPE ARCHITECT APPROVAL.

2. FOUNTAIN DRAWINGS FOR PRICING ONLY.  FOUNTAIN DESIGNER TO PROVIDE FINAL

   FOUNTAIN CONSTRUCTION DRAWINGS AT A LATER DATE.

18" GRANITE BORDER

FLUSH WITH GRADE

5'-0" 1'-6"

NATIVE SOIL OR

COMPACTED SUBGRADE

95% STANDARD PROCTOR

TEST

4" COMPACTED BASE, #57

STONE - 95% STANDARD

PROCTOR TEST

36" ADJACENT

HEAVY SANDBLAST CONCRETE

MORTAR JOINT

CIP

CONCRETE

FOUNTAIN WALL

4
"

1
2

"

12"

STORMWATER RUNNEL

SEE SEPARATE DETAIL

SLOPING GRADE

BEYOND

BUBBLER/AERATOR

1'-0"

NOTES:

1. GRANITE VENEER: 3" GREY GRANITE

2. GRANITE BORDER: 12"X12" GRANITE WITH 1" CHAMFER

3. MORTARED RIVER ROCK: GREY RIVER SLICKS; 2"-4"

4. CONTRACTOR TO PROVIDE SHOP DRAWINGS FOR LANDSCAPE ARCHITECT APPROVAL.

5. FOUNTAIN DRAWINGS FOR PRICING ONLY.  FOUNTAIN DESIGNER TO PROVIDE

          FINAL FOUNTAIN CONSTRUCTION DRAWINGS AT A LATER DATE.

3'-5" 1'-0"

5'-0"

6" CIP CONCRETE

RUNNEL

3" GRANITE

VENEER

MORTARED

RIVER ROCK

NATIVE SOIL OR COMPACTED

SUBGRADE 95%

STANDARD PROCTOR TEST

4" COMPACTED

BASE, #57 STONE -

95% STANDARD

PROCTOR TEST

ADJACENT LAWN
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GRANITE BLOCK WALL

1"=1'-0"

GRANITE BLOCK WALL INSPIRATION IMAGE

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

fax: 404.874.6471

www.tsw-design.com

2

FOUNTAIN AND RUNNEL

1" = 1' - 0"

FOUNTAIN REFERENCE IMAGE

AutoCAD SHX Text
200 NORTH COBB PARKWAY, BLDG. 400, SUITE 413 MARIETTA, GA 30062 PHONE: (770) 971-5407   FAX: (770) 971-0620



V
A

R
I
E

S
 
P

E
R

 
P

L
A

N
S

NDS, 8" POLYOLEFIN

DOMED ATRIUM GRATE,

COLOR - BLACK ,

PART #1290 (12")

NDS 8" SQUARE LOW PROFILE ADAPTER

MODEL #1221

8" PVC DRAIN PIPE

NDS 8" SQUARE LOW PROFILE ADAPTER

MODEL #1221

8" PVC DRAIN PIPE

NDS 12" SQUARE CATCH BASIN

MODEL #1200,1203, 1204

3" COMPACTED #57 STONE

95% STANDARD PROCTOR TEST

SEE GRADING PLAN FOR ELEVATION

12"
304.8mm

1/2"
12.7mm

12"
304.8mm

1"
25.4mm

3/4"
19.05mm
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/
8
"

DRAIN GRATE WIDTH + 5/8"

1 1/4"

9000FDR-X

DRAIN GRATE

FRAME

WITH STANDARD

CONCRETE

ANCHORS

X = DRAIN GRATE

WIDTH

FRAMES FOR

GRATES UNDER 16"

HAVE ONE ANCHOR

PER SIDE.

JIG WELDED FROM

1.25 X1.25 X.25

STEEL ANGLE

MAY BE

GALVANIZED AND/

OR PAINTED TO

MATCH GRATE

OTHER

INSTALLATION

METHODS AVAILBLE

GRADE LEVEL

DECOMPOSED GRANITE

FILTER FABRIC

#57 GRAVEL

FILTER FABRIC LINED TRENCH

4" PERFORATED ADS TUBING

FILTER SOCK
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NOTES:

1. VICTOR STANLEY, RECEPTACLE SD-242, COLOR: BLACK (OR

EQUAL)

2. BOTH SIDES TO HAVE "DOME LID" (AS IN BOTTOM LEFT

IMAGE)

3. PRODUCT TO BE INSTALLED PER MANUFACTURER'S

SPECIFICATIONS

1

TRASH RECEPTACLE

NTS

1389 Peachtree Street NE, Suite 200

Atlanta, Georgia 30309

phone: 404.873.6730

fax: 404.874.6471

www.tsw-design.com

3

BEEHIVE DRAIN INLET AT PLANTING BEDS

1"=1'-0"

NOTES:

1. PRODUCTS TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS

2. REFERENCE CIVIL DRAWINGS FOR DRAIN ELEVATIONS AND LOCATIONS.

NOTES:

1. IRONSMITH; WWW.IRONSMITH.CC.

2. TRENCH DRAIN FRAME ITEM NO. 9000FDR-12.

3. METRO TRENCH DRAIN GRATE ITEM NO. 9057DR-12, GALVANIZED OR SIMILAR.

4. INSTALL PER MANUFACTURER'S RECOMMENDATIONS.

2

HARDSCAPE DRAINS

NTS

4

FRENCH DRAIN AT DECOMPOSED GRANITE COURTYARD

NTS

6

HISTORICAL PLAQUE

NTS

NOTES:

1. PLAQUEMAKER; MODEL:GRANITE

MEMORIAL PLAQUES - BLACK

STONE 24"X24"X.75"; GRANITE;

MOUNTING: 4 STEEL STANDOFFS

(OR EQUAL)

2. TEXT TBD BY CLIENT.

3. PRODUCT TO BE INSTALLED PER

MANUFACTURER'S SPECIFICATIONS

5

BISTRO TABLES AND CHAIRS

NTS

NOTES:

1. LANDSCAPE FORMS, 30" ROUND PARC CENTRE TABLE WITH

PARC CENTRE CHAIR, SILVER (OR EQUAL)

2. PRODUCT TO BE INSTALLED PER MANUFACTURER'S

SPECIFICATIONS
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"

(2X) DIAMETER

OF ROOTBALL

V
A

R
I
E

S
 
P

E
R

C
O

N
T

A
I
N

E
R

 
S

I
Z

E

ROOT AND SOIL MASS,

CONTAINER REMOVED (LIGHTLY

SCARIFY). 10% OF ROOTBALL

EXPOSED ABOVE GRADE

3" LAYER MULCH

SET SHRUB PLUMB

FINISHED GRADE

BACKFILL PLANTING PIT PER

SPECIFICATIONS

COMPACT TO PREVENT

SETTLING

UNDISTURBED SUBGRADE

ROOT AND SOIL MASS, CONTAINER

REMOVED (LIGHTLY SCARIFY). 10%

OF ROOTBALL EXPOSED ABOVE

GRADE

SET SHRUB PLUMB

2 TIMES

ROOTBALL DIAMETER

1
2

"
6

"

12"

MIN.

NOTE:

IF TREE IS BALLED & BURLAPPED

REMOVE EXCESS BURLAP WITHOUT

DISTURBING ROOTBALL (EXPOSE A

MINIMUM 1/3 OF ROOTBALL)

ARBORTIE )ATTACH PER

MANUFACTURER'S SPECIFICATIONS)

5" SOIL SAUCER (2:1

MAX SLOPE)

2" X 2" X 3' STAKE (3 TOTAL

AT EQUAL SPACING)

3" MULCH PER

SPECIFICATIONS

JUTE MESH FABRIC TO COVER

ALL NEWLY PLANTED SLOPES

FINAL SLOPE (3: 1

MAXIMUM SLOPE)

BACKFILL PLANTING PIT

PER SPECIFICATIONS (2: 1

MAX SLOPE, TRANSITION

BACK TO FINAL SLOPE)

EXISTING SUBGRADE

COMPACT TO PREVENT

SETTLING

LOOSEN SUBGRADE AND

REMOVE IMPERVIOUS DEBRIS

NOTE:

1. HOLD DOWN FINISHED GRADE 2" FROM EDGE OF ALL HARDSCAPE SURFACES

2. ROLL AND WATER SOD SAME DAY AS PLACEMENT

2" LAYER OF TOP DRESSING SOIL

APPLIED TO THE FINAL GRADE

PRIOR TO PLACING SOD

SUBGRADE

SCARIFY FINAL GRADE PRIOR TO

PLACING TOP DRESSING

NOTE:

1. CONIFER TREES 2" CAL. OR SMALLER TO BE STAKED.

2. DEEP ROOT PROTECTIVE TREE BARRIER SHALL BE

INSTALLED PER MANUFACTURER SPECIFICATION AT

EDGE OF PAVEMENT IN ALL AREAS WHERE TREES

ARE PLANTED 6' OR LESS FROM EXISTING OR NEW

PAVEMENT AND HARDSCAPE.

3. STAKES ARE TO BE UTILIZED ONLY IN SLOPED

PLANTING BEDS AND HIGH WIND AREAS.

4. CONTRACTOR IS RESPONSIBLE TO REMOVE STAKES 1

YEAR AFTER INITIAL INSTALLATION.

5. CONTRACTOR TO REMOVE EXCESS BURLAP WITHOUT

DISTURBING ROOTBALL (EXPOSE AT MINIMUM 1/3 OF

ROOTBALL).

24" ROOT BARRIER BY

'DEEPROOT' UB-24-2. PROVIDE

ONLY WHERE NEEDED, 20' MIN.

LENGTH ENTERED ON TREE OR

CONTINUOUS LENGTH OF

SIDEWALK DEPENDING ON TREE

SPACING

ARBORTIE

ROOTBALL

WIRE

STAKE

SET TRUNK PLUMB

ESTABLISH SAME ROOT COVER AS

EXISTED IN THE NURSERY

3" MULCH (SEE SPECIFICATIONS. TYP.)

ARBORTIE, OR EQUAL

5" SOIL SAUCER

2"X2"X3' STAKE (3 TOTAL)

BACKFILL (SEE LANDSCAPE  NOTES)

COMPACT TO PREVENT SETTLING

LOOSEN SUBGRADE AND REMOVE

IMPERVIOUS DEBRIS

(2X) ROOTBALL

DIAMETER
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1389 Peachtree Street NE, Suite 200
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IMPORTANT!

1. LANDSCAPE SCHEDULE LOCATED ON SHEET L-5.01.

2. CONTRACTOR TO VERIFY PLANT QUANTITIES AND

SQUARE FOOTAGE.

1

SHRUB INSTALLATION

1/2" = 1' - 0"

3

TREE INSTALLATION ON SLOPE

1/2" = 1' - 0"

2

SOD INSTALLATION

1" = 1' - 0"

4

TREE INSTALLATION

1/2" = 1' - 0"

LANDSCAPE SCHEDULE
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KENNESAW CITY HALL

4

PATH LIGHT

9

UPLIGHT

6

UPLIGHT

2

STEP / WALL LIGHT

6

STEP / WALL LIGHT

8

UPLIGHT

17

STEP / WALL LIGHT

10

UPLIGHT

19

PATH LIGHT

AT ADA WALK

2

STEP / WALL LIGHT

2

FOUNTAIN

LIGHTING (TBD)

1

STEP / WALL LIGHT

2

UPLIGHT

GA POLE LOCATION

SUGGESTION, TYP.

CONCEPTUAL LIGHTING LAYOUT LEGEND

UPLIGHT - KILCHER DESIGN PRO LED 12OV ACCENT

MODEL 6203 BBR30

WALL LIGHT  BY INTENSE: MODEL ILEDS80S NW __HG

PATH LIGHT - KILCHER 3000K LED DOME PATH LIGHT

TEXTURED ARCHITECTURAL BRONZE MODEL 15810AZT

GA POWER POLE LOCATION SUGGESTION
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